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Ecologica| and effective

Freezing technology.

DELIVERING AN ENLARGED DISPLAY AREA WITH
AN INNOVATIVE LID SOLUTION TO IMPROVE
YOUR PRODUCT PRESENTATION.

Improved display area with an innovative Push-back lid system,

incorporating an optimum useful load

Brilliant LED lighting system which enhances product display, drives sales and
reduces maintenance

Plug in model - requiring no extra installation

Higher energy-saving can be achieved in comparison to conventional open units

Low investment and operating costs TEMPERATURE RANGES
Cooling: +3 °C to +15 °C
Freezing: ~18 °C to -23 °C
Mincemeat/meat chilling:
0°Cto+2°C

CONFIGURATIONS

Solo =
Row [ ] | |

[ |
Block ——

Island I--
[ | ]



=] FIXWELL AHT ==

www.fixwell. com.hk a member of DAIKIN group
SINGAPORE 145 185 210 250

Technical data (-)ADLED (-)VSADLED (-)ADLED (-)VSADLED (-)ADLED (-)VSADLED ()ADLED (-)VSADLED
Gross content L 660 660 1031 1031 1013 1013 1231 1231

Net content acc. to EN 23953 L 408 408 754 658 724 633 885 776

Total display area (TDA) m’ 0.82 0.82 1.07 119 112 122 137 143
Classification acc. to EN 23953 411 411 411 411 411 411 411 411

Environment temperature °C +16to+30 +16t0+30  +16to+30  +16to+30  +16t0+30  +16to +30 +16to+30  +16t0 +30
Interior temperature range °C 18t0-23 -18t0-23 -181t0-23 -18t0-23 -18 t0 -23 -18 to -23 -18t0-23 -18t0-23

Sound pressure at 1 meter dB(A) 44 44 44 44 44 44 44 44
Electrical data

Nominal voltage / frequency ~ V/Hz 220-240/50 220-240/50 220-240/50 220-240/50 220-240/50 220-240/50 220-240/50 220-240/50

Nominal power input w 410 560 480 580 480 580 510 600
LED lighting w 35 35 24 28 36 36 44 44
Nominal current A 34 24 25 2.6 25 2.6 2.6 2.8
Fuse protection A 16 16 16 16 16 16 16 16
Energy Consumption (at 25 °C) kWh/24h 8.2 5.62 9.0 8.1 9.5 8.2 10.7 9.6
Length of power cord mm 1750 1750 1750 1750 1750 1750 1750 1750
Refrigerant type R404A R290 R404A R290 R404A R290 R404A R290
Refrigerant amount g 220 80 250 100 260 100 280 110
Max. operating pressure bar 30 30 30 30 30 30 30 30
Dimecsiors |
Length outside / inside mm 145711325  1457/1325 1850/1720  1850/1720  2102/1970  2102/1970  2502/2370 2502/2370
Depth outside / inside mm 854/720 854/720 994/860 994/860 854/720 854/720 854/720 854/720
Height outside front / rear mm 800/910 800/910 800/910 800/910 800/910 800/910 800/910 800/910
Stacking height mm 600 600 600 600 600 600 600 600
Net weight (excl. packaging) kg 95 95 143 143 150 150 157 157
Gross weight (incl. packaging) kg 130 131 181 182 174 175 206 207
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i AHT Cooling Systems (Changshu) Co., Ltd.

88 Yangguang Avenue, 215500 Changshu,

SINGAPORE 210 2102,4 | SINGAPORE 250 2502,4 8538 " Jiangsu Province, P. R. China
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Fixwell Display System Co., Ltd. | tel.: (852) 2811 9381 | email: sales@fixwell.com.hk



